Item Name: Hemoglobin Testing Device 
Ⅰ- Specifications:

Hemoglobin testing machine is used for quantitative determination of Hb in whole blood using a specially designed analyzer with specially designed micro-cuvettes containing dried reagents.
- Sampled material: Capillary, venous, and arterial whole blood
- Measuring Range: 0-25.6 g/dl (0-256 g/l or 0-15.9 mmol/l)

- Results: in approximately 10 seconds

- Sample volume: 10 µl

- Weight: 500 g, batteries included
- Power Supply: AC power adaptor or batteries
- Operating temperature: 10-40°C 
- Interfaces: Printer and PC
- Quality Control: integrated “self-test” and liquid controls
- Calibration: The device’s reference method used to determine the hemoglobin is  calibrated at the manufacturer’s and does not require any other calibration. 

Ⅱ- Training:
The supplier must include a training plan in their offer. 

The training targets the users and technical staff on first-level maintenance interventions.

The supplier provides the staff training on our premises. 

The training materials must be handed out to each trained staff member. 

Ⅲ- Documents to be delivered:
· The supplier commits to providing the LRC with the CE marking number for instrument.
· Warranty 
· Should provide electronic and hard copies of User Manual (English), Service manual (English) and Complete construction details with respect to material specifications.
Ⅳ- Accessories required:
· Microcuvettes specific to the machine
· Liquid Hemocue controls (High, Low and normal range)

· Hemocue cleaner
Ⅴ – Transport, installation, and setup
        Assured by the company.
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