Item Name: High Frequency Tube Sealing for Blood Products Bags.
Ⅰ- Specifications:
The sealers to which the present technical specifications apply must provide the following:

· Hermetic sealing of the PVC tubing containing blood and blood components ensuring sterility of the blood and blood component in the blood bag.

· Sealing that is wide enough to allow for the perfect breakability of the tubing without breaking the sterility of the two sections produced.

· A homogeneous heating temperature in order to avoid the melting of the tubes during the sealing process.
· They must be usable with all single-use medical device brands that the Lebanese Red Cross may use.
· Sealing time: 1 to 3 seconds

· Indication lamps for power, ready and sealing.
· Tube detection: automatic

· Operating temperature : +5 to +40 °C
· Operation: Continuous

· Provided with a splash guard
· During operation, the device must be silent and must not emit any fumes or particles. 
· The device is subject to CE marking.

Ⅱ- Training:

Demonstration and continued comprehensive training for lab staff and support services until familiarity with the system.

Ⅲ- Documents to be delivered:

· Product certifications.
· Warranty

· Installation qualification 
· Should provide electronic and hard copies of User Manual (English), Service manual (English) and Complete construction details with respect to material specifications.
Ⅳ- Accessories required:
Any required accessories to be suggested and provided by the company. 
Ⅴ – Transport, installation, and setup
Assured by the company.
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