Item Name: Fully Automated Immunohematology Analyzer
 Ⅰ- Specifications:

     Main Features: 
· User friendly 
· Continuous loading
· High throughput
· Random, STAT access and batch
· Immediate STAT handling
· User access management
· Sample Capacity: 50+/Run 

· Supported sample type: Centrifuged whole blood

· Automatic tube size and diameter recognition
· Liquid level detection

· Clot and fibrin detection

· Intelligent identification system for both samples and reagents: 100% Barcode management.
· Real-time information about the reagent and sample status, including system warnings
· Verifies, documents, and resolves diagnostic checks throughout sample processing.
· Active QC monitoring: Automatic check for instrument QC status prior to each sample processing
· Capacity to log on from anywhere for real-time interaction to review results
· Temperature controlled storage area to assure reagent stability
· Waste management with optional direct connection to laboratory drainage
· Random access

· Well by well processing

· Bidirectional communication with Blood Bank software.

· Single ID-Card Tracking
· Complete traceability (samples-reagents-results)
      Test Menu:
· Blood grouping ABO/D+ reverse

· Donor confirmation 
· Phenotyping Rh/K

· Antibody screening

· Direct AHG test (DAT)

· Antibody titration
· Reverse grouping

· Cross matching

· Antibody identification

· Single antigen testing 
· Extended Antigen Typing
Ⅱ- Training:

Demonstration and continued comprehensive training for lab staff and support services until familiarity with the system.

Ⅲ- Documents to be delivered:

· Calibration certificates 

· Warranty

· Installation qualification 

· Should provide electronic and hard copies of User Manual (English), Service manual (English) and Complete construction details with respect to material specification.

Ⅳ- Accessories required:
· The list of spare and wearing parts and their frequency of replacement shall be provided in the offer for illustrative purposes.
· Their provision must be guaranteed for a period of ten years as of the date of installation of the devices.
· The supplier shall propose a maintenance solution and its cost in their offer.

Ⅴ – Transport, installation, and setup
Transport, installation and setup to be assured by the company.
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